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by which it is raised. When the lower board
is raised the air in the lower chamber is
forced through a valve in the center board
BELLOWS
into the upper chamber. A weight upon the
upper board forces the air out through the
nozzle, which is connected with the forge.
Such a "bellows produces a continuous cur-
rent of considerable force. See blowing
machine.
BELLOWS FISH, also called the trum-
petfishy or sea-snipe, a fish not uncommon in
the Mediterranean and on the west coasts of
Europe. It is from four to five inches long
and has an oblong oval body and a tubular
elongated snout, which is adapted for draw-
ing from among seaweed and mud the minute
animals on which it feeds.
BELL-SMITH, frederick marlbtt
(1846-1923), a Canadian artist, was born in
London, England, and studied drawing at
South Kensington. He arrived in Canada
in 1867 and became a charter member of the
Society of Canadian Artists, organized in
that year. He was a member of the council
of the Royal Canadian Academy of Arts,
president of the Ontario Society of Artists
and was appointed director of fine arts in
Alma College in 1881. Among his principal
paintings are Queen Victoria's Tribute to
Canada, for which Her Majesty gave per-
sonal sittings, Landing of the Blenheim, in
the national collection at Ottawa, and Lights
of a City, in the Ontario collection.
BEL'MONT, august (1816-1890), 'an
American financier, born in Germany. He
was employed by the Rothschilds in various
capacities and represented them at New York
'after 1837. He was Austria's consul general
at 'New York from 1844 to 1850 and in 1854
became American minister to Holland. He
took an active interest in politics, being
chairman of the national Democratic com-
mittee for twelve years, and he was also a
liberal patron of the fine arts.
August Belmont, son of the above (1853-
1924), also became a prominent capitalist,
and was an officer and director in many large
railway, banking and manufacturing corpo-
rations, including the consolidation traction
 lines of New York City. He was president
of August Belmont & Company, and the
American representative of the European
banking houses of the Rothschilds. In 1910
he married Eleanor Robson, the actress. Bel-
mont was for years prominent in Democratic
polities.
BELOIT, leloif, Wis., a city in Rock
County, close to the Illinois state line, ninety
miles northwest of Chicago, on the Chicago,
Milwaukee & Saint Paul and the Chicago &
Northwestern railroads. The river furnishes
water power and the city contains foundries,
paper mills and extensive manufactories of
gas engines, windmills, scales and other
articles. The city is the seat of Beloit Col-
lege, a small Congregational institution of
high standing. Beloit was settled in 1824.
Population, 1920,, 21,284; in 1030, 23,611,'*
gain of over 10 per cent.
BELSHAZZAE, belsha/ar, the last of
the Babylonian kings, who figures in the
story of the "hand upon the wall" (see
bible, subhead Bible Stories). He died in
538 b. a, during the successful storming of
Babylon by Cyrus, as recorded in the book
of Daniel. The following stanza is taken
from a well-known hymn describing the epi-
sode of the miraculous writing:
At the feast of Belshazzar and a thousand of
his lords,
As they drank from golden vessels, as the
Book of Truth records,
In the night, as they reveled  in the  royal
palace hall,
They were seized with consternation—
'Twas the hand upon the wall.
BELT, or BELTING, a flexible endless
band, or its material, used to transmit mo-
tion or power from one wheel, roller or
pulley to another. Driving belts are usually
made of leather, india rubber or woven mate-
rial, but ropes and chains are also used for
the same purpose.
There are a number of ways of lacing a
belt, but every machinist has his own favor-
ite method. One rather complex but effective
way is to punch, twenty-four holes, thirteen
on one side and eleven on the other side.
The lace is doubled in the center of its length
and run through the middle hole of the
second row on that side of the joint which
contains eleven holes. The lace is passed
over and under from side to side, bringing
both ends of the lace out of the middle hole,
and there the ends are tied on the outside of

